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Closing Springs 
D2a/D4
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Mounting Screw the closing spring mounting bracket to the door frame with ø 5 mm screws, usually 
in the lower part of the door. The roller is then fixed to the door leaf. Please keep to the 
dimensions/distances given below. 

To pre-tension the closing spring insert the tensioning pin into one of the holes of the ring 
and turn it towards the operating arm. Then insert the small bolt into the hole closest to 
the operating arm. If the force is still not sufficient, please repeat the procedure. 

 D4 closing spring

 D2a closing spring
Dimensions

Order Information

Frame Door leaf

Tensioning ring

Door leafFrame

Tensioning ring

 D2a closing spring, nickel-plated part no. 300300

 D2a closing spring, stainless steel part no. 300308

 D4 closing spring, nickel-plated part no. 300320

 D4 closing spring, stainless steel part no. 300328

All measurements in mm

T01-27 X-Guard® hinge door, Automatic door closer
Mounting the bracket on the door is simplicity itself. The bracket is reversible and fits both the 
50x50 mm and 70x70 mm poles.
CAUTION! There are risks when using automatic door closers in combination with an interlock 
without manual reset. Therefore, the door closer must be evaluated in each individual case.

» T01-27 – X-Guard hinge door, Automatic door closer

Axelent 
Produktinformation

T01-27 D2a Closing Spring with Operating Arm

 Material nickel-plated 

 Spring force 10 - 50 N (adjustable)

T01-27 X-Guard hinge door, Automatic door closer

 Art.No. Description 
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